
Ground Engaging Tools (GET) for Hitachi mining and 
quarrying excavators

GET more from your 
Hitachi machine



Developed exclusively for the ZX890-6 and EX1200-6 to 
EX3600-6 models, Hitachi Genuine GET are manufactured 
and tested to the same high standard as all Hitachi 
construction equipment. 

The teeth and adapters improve the penetration and  
overall digging power of Hitachi machines. They are  
easy to install and remove, safe and robust, and  
designed to lower maintenance costs.

Hitachi construction equipment is renowned for its reliability, particularly 

in challenging working environments such as mines and quarries. For 

even greater levels of productivity and durability, they can be fitted with 

the latest hammerless side-lock tooth system.

Ground Engaging 
Tools (GET)

The all-steel design of the retainer makes it 
suitable for use in wet or corrosive applications.

With just one tooth retention system used across 
the range of Hitachi excavators, each tooth shares 
the same lock size. This is unique to Hitachi. 

The tooth retention system has 
been engineered using the most 
secure locking system possible.

The side-lock series incorporates  
a solid adapter nose for increased 
durability. Contact between the  
tooth and adapter has been  
designed for optimal absorption 
and distribution of stresses. The 
streamlined profile increases  
bucket-filling and dumping rates to 
increase productivity and efficiency. 

Hitachi Genuine GET strike a balance 
between weight, operational wear 
life and energy efficiency. Over each 
operation cycle, they minimise the 
power required by the machine as a 
ratio of the total workload and cost  
per tonne, improving productivity.

Installation is easy with  
the hex head cap screw.

Retainers are 
manufactured to 

the same high 
quality as our teeth 

and adapters.

The hex head  
cap screw ensures 

the most secure  
tooth retention 

possible.

The GET are  
self-sharpening  
and reversible,  
which further 

enhances their 
durability.

Dust cover
prevents material

build-up in retainer, 
allowing easy access 

to the screw head.



Tooth applications

General purpose
Low abrasion

HEAVY DUTY
High abrasion

ST

XP

LP

RP

HP

Excellent in shale, clay and other tight soils. For 
maximum sharpness and wear life. Reversible.

Excellent in compacted clay, unweathered soil  
and heavy frost conditions. Reversible.

For highly abrasive, loose materials, such as  
sand or blasted rock. Reversible.

Designed for heavy-duty work requiring  
high impact. Rock penetration is the best  
all-round point design. Reversible.

Designed to achieve maximum penetration for 
rocky conditions. Reversible.

Lip shroudWing shroud

Adapter

Heel shroud

Hammerless
replaceable wing shroud

Hammerless
replaceable lip shroud

Wear cap

Tooth

Wing shroud

Lip shroud

Adapter

Heel shroud

Wear cap

Sabre Tooth

Xtra Penetration

Long Penetration

Rock Penetration

Heavy Penetration

The Hitachi Genuine GET range includes lip, wing and heel shrouds, as well as 
adapters, for the buckets of Hitachi mining and quarrying excavators.

The GET range



Model Specifications Tooth series

EX1200 Operating weight: loading shovel: 112,000 kg HT425

 Backhoe bucket: SAE, PCSA heaped: 5.8m3  - 6.7m3

  CECE heaped: 5.1  - 5.9m3

 Loading shovel bucket: heaped: 3.6 - 4.4m3  

EX1900 Operating weight: backhoe: 192,000 kg HT455

  loading shovel: 191,000 kg

 Backhoe bucket: SAE, PCSA heaped: 4.4m3  - 12.0m3

  CECE heaped: 3.8m3  - 10.6m3

 Loading shovel bucket: heaped: 8.8 - 12.0m3

EX2600 Operating weight: backhoe: 254,000 kg HT485

  loading shovel: 252,000 kg

 Backhoe bucket: SAE, PCSA heaped: 17.0m3

  CECE heaped: 15.0m3

 Loading shovel  bucket: heaped: 15m - 16.5m3

EX3600 Operating weight: backhoe: 359,000 kg HT495

  loading shovel: 362,000 kg

 Backhoe bucket: SAE, PCSA heaped: 22.0m3

  CECE heaped: 19.2m3

 Loading shovel bucket: heaped: 21.0 - 23.0m3  

Assembly guide

ZX890 Operating weight: backhoe: 84,00 – 87,300 kg HT405

  loading shovel: 82,000 – 84,000 kg

 Backhoe bucket: SAE, PCSA heaped: 5.2m3

  CECE heaped: 4.6m3

  ISO heaped: 1.9 - 5.0m3

 Loading shovel bucket: heaped: 3.6 - 4.4m3  

STEP 1

Insert wear cap and then tooth  
onto adapter
Teeth fit firmly onto the adapter to ensure easy 
insertion of retainer.

STEP 2

Insert retainer into slot on adapter
Insert Part B first and slide back into position. 
Insert Part A by rotating the pin into the slot. 
This locks the tooth in place. A

B

STEP 3

Insert cap screw and tighten  
with hexagon key
Secure the cap screw. Torque to 44 Nm minimum.
Use an anti-seize on cap screw before tightening.

Reference list



To find out more about Hitachi Genuine GET  
for the complete range of Hitachi excavators, 
please contact your local dealer or visit  
www.hitachicm.eu

Hitachi Construction Machinery (Europe) NV
Siciliëweg 5 – haven 5112, 1045 AT Amsterdam 
PO Box 59239, 1040 KE Amsterdam, The Netherlands   
T: +31-(0)20 44 76 700 F: +31-(0)20 33 44 045   
www.hitachicm.eu
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